
Ø 3
300

150
Ø 4

230

Ø 5

230

Ø 3

150
Ø 4

230

Ø 5

230

Ø 4

500

Ø 6

1000

Ø 6

9

Te
m

pe
ra

tu
re

Temperatura

PT100 PROBES FOR PORTABLE INSTRUMENTS EQUIPPED WITH SICRAM MODULE

CODE °C max  s DIMENSIONS USE

TP 472 I 3s

TP 473 P 5s

TP 474 C 5s

TP 472 I.0 3s

TP 473 P.0 5s

TP 474 C.0 5s

TP 475 A.0 12s

TP 472 I.5 3s

TP 472 I.10 3s



150

Ø 2,7

Ø 4

150

150
Ø 2,7

70

Ø 3

230

Ø 3

21

40

Ø 8

Ø 21

1000

15

10 Temperatura

Pt100 PROBES FOR PORTABLE INSTRUMENTS EQUIPPED WITH SICRAM MODULE

CODE °C max  s DIMENSIONS USE

TP 49 A 3,5s

TP 49 AC 5,5s

TP 49 AP 4s

TP 87 3s

TP 878 60s

TP 878.1 60s

TP879 60s

TP 875
-30

15s

Globe-thermometer probe for 
measuring radiant heat ø150 mm. 

Equipped with 
SICRAM module.

TP 876
-30

15s

Globe-thermometer probe for 
measuring radiant heat ø50 mm. 

Equipped with 
SICRAM module.

Pt100 / Pt1000 SENSOR PROBES WITH TP 47 MODULE

CODE °C max  s DIMENSIONS USE

TP 47.100

(Pt100)

TP 47.1000

(Pt1000)

3s

TP 47 direct 3 and 4 wires Pt100, 2 
wires Pt1000.



180

Ø 2,7

Ø 4

150

180

Ø 2,7

230

Ø 5

150
Ø 4

230
Ø 3

230

Ø 5

150

Ø 4

230

Ø 4
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Pt100 SENSOR PROBES FOR OBSOLETE INSTRUMENTS

CODE °C max  s DIMENSIONS USE

S 8601 P 3,5s

S 8601 PP 5s

STS 3 3,5s

STS 3/C 5s

STS 3/P 5s

TP 870
-50

3s

TP 870 C
-50

5s

TP 870 P
-50

5s

TP 870 A
-50

12s



70

Ø 3

500

Ø 6

1000

Ø 6

230

Ø 4

80
Ø 2

300

Ø 3

Ø 8

Ø 21

1000

15

12 Temperatura

Pt100 SENSOR PROBES FOR OBSOLETE INSTRUMENTS

CODE °C max  s DIMENSIONS USE

TP 871
-50

3s

TP 872/500

-50
10s

TP 872/1000

TP 873
-50

6s

TP 874
-30

3s

TP 875.1
-30

15s

Globe-thermometer probe for 
measuring radiant heat ø150 

4 
wires Pt100 sensor cable 

TP 876.1
-30

15s

Globe-thermometer probe for 
measuring radiant heat ø50 mm. 

4 wires 

TP 877
-200

3s

TP879.1 60s
Penetration probe for compost 



150

Ø 2,7

Ø 4

150

150
Ø 2,7

150

Ø 2,7

150

Ø 4

150
Ø 2,7

Ø 2,7

100

100

Ø 2,7

150

Ø 2,7

150

Ø 2,7
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Pt100 SENSOR PROBES FOR OBSOLETE INSTRUMENTS

CODE °C max  s DIMENSIONS USE

TP 9 A
-70

3,5s CLASS A

TP 9 AC
-70

5,5s CLASS A

TP 9 AP
-70

4s CLASS A

TP 93
-70

3,5s CLASS 1/3 DIN

TP 93 C
-70

5,5s CLASS 1/3 DIN

TP 93 P
-70

4s CLASS 1/3 DIN

TP 932
-70

3,5s CLASS 1/3 DIN

TP 932 P
-70

4s CLASS 1/3 DIN

TP 95
-70

3,5s CLASS 1/5 DIN

TP 95 P
-70

4s CLASS 1/5 DIN


